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Rainin Elektronik Pipetler. 10 mikrolitreden 20 ml´e  kadar tasarlanmış 7 ayrı model 
bulunmaktadır. Şarj edilebilir batarya veya adaptör ile kullanılır.
Rainin Elektronik Pipetlerde 7 ayrı işlem fonksiyonu bulunmaktadır

1- Normal Pipetleme : Pipet, yazılı hacme göre çekme / boşaltma işlemi yapar.
2- Çoğul Dağı m : Pipet, çekilen bir hacimden farklı ve aynı miktarlarda boşaltma yapar.
3- Ölçüm : Pipet, te k kontrolünde çekim yaparak sıvı miktarını belirler.
4- Seyreltme : Pipet, iki farklı sıvıyı ayrı ayrı çekip tek bir işlemde boşal r.
5- Titrasyon : Pipet te k kontrolünde boşaltma yapar.
6- Karış rma : Pipet, ileri / geri piston hareketleri ile karış rma işlemi yapar. 
7- Hacim Sıralama : Önceden programlanan 12 farklı hacim seri bir şekilde çekilip 
boşal lır.

ACCUARATE EVERY TIME
Controlled by a microcomputer, the motorized linear actuator moves the piston the 
correct distance, at the correct speed, independentof user varia on. Accuarate and 
precise liquid transfers every me, regardless of operator technique.
Stepper motor eliminates plunger force
A rigger actuates the stepper motor which starts the pipe ng cycie. elimina ng all 
plunger forces

Seven opera ng modes PIPET aspirate and dispense
MULTIDISPENSE dispense equal mul ple aliquots from a single volume
MIX by repeated movement of sanple in and out of p while holding trigger
TITRATE par ally dispense under trigger control to desired endpoint
DILUTE diluent and sample aspirated, separated by fixed air gap. dispensed together
MEASURE determines total volume of small sample
VOLUME SEQUENCING aspirate and dispense up to 12 stored volumes.

E4-1000 XLS 0,1-1 ml 1 µl
E4-10ML XLS 1-10 ml 0,01 ml
E4-20ML XLS 2-20 ml 0,02 ml

Model Ölçüm Aralığı / Volume Range Ölçüm Aşamaları


